
K38/KTA38
MAIN PROPULSION

GENERAL SPECIFICATIONS
Configuration V-12 cylinder, 4-stroke diesel

Aspiration Turbocharged / Aftercooled

Displacement 38 L 2300 in3

Bore & Stroke 159 x 159 mm 6.25 x 6.25 in

Fuel System Pressure Time (PT)

COMMERCIAL RATINGS
FUEL CONSUMPTION EMISSIONS

kW BHP RPM Rated
L/hr (Gal/hr)

ISO Avg
L/hr (Gal/hr) IMO EPA EU

Continuous – K38

634 850 1800 161.0 (42.5) 113.5 (30.0) 2 — —

746 1000 1800 189.2 (48.6) 128.7 (34.1) 2 — —

Continuous – KTA38

559 750 1600 145.4 (38.4) 102.6 (27.1) 1 — —

597 800 1800 155.6 (41.1) 106.4 (28.1) 1 — —

634 850 1800 162.1 (42.8) 115.9 (30.6) 1 — —

671 900 1600 169.6 (44.8) 120.0 (31.7) 1 — —

746 1000 1800 185.1 (48.9) 132.3 (34.9) 1 — —

783 1050 1600 201.5 (53.2) 138.0 (36.5) 1 — —

895 1200 1800 224.4 (59.3) 153.1 (40.4) 1 — —

895 1200 1800 230.1 (60.8) 162.0 (42.8) 2 — —

Heavy Duty – KTA38

820 1100 1800 200.3 (52.9) 144.8 (38.3) 1 — —

969 1300 1800 239.2 (63.2) 153.1 (40.4) 1 — —

1007 1350 1900 251.5 (66.4) 172.6 (45.6) 1 — —

1007 1350 1900 260.3 (68.8) 181.4 (47.9) 2 — —

1007 1350 1950 247.1 (65.3) 181.1 (47.8) 1 — —

See next page for continued KTA38 commercial ratings  
and product dimensions.
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KTA38 COMMERCIAL RATINGS CONTINUED
FUEL CONSUMPTION EMISSIONS

kW BHP RPM Rated
L/hr (Gal/hr)

ISO Avg
L/hr (Gal/hr) IMO EPA EU

Medium Continuous – KTA38

1044 1400 1950 256.7 (67.8) 179.0 (47.3) 1 — —

Intermittent – KTA 38

1119 1500 2050 279.0 (73.7) 197.6 (52.2) 1 — —

PRODUCT DIMENSIONS 
Length mm (in) 2155 (85)

Width mm (in) 1466 (58)

Height mm (in) 2056 (81)

Weight kg (lb) 4218 (9300)

Dimensions may vary based on selected 
engine configuration.

K38/KTA38
MAIN PROPULSION (CONTINUED)
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